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CUT ADHESIVE VINYL APPLIED DIRECTLY TO

FOLDING DOORS CAGE, REFERENCE WALL FINISH. CONFIRM EXACT LOCATION

DETAIL 6 & 7, SHEET A6.0

WITH TENANT

FOLDING DOORS CAGE, REFERENCE

DETAIL 6 & 7, SHEET A6.0
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m Folding Doors Cage Detail

L A60 ) Scale: 1 1/2"= 10"

— / CONTINUOUS CORNER BEAD ON
. - EACH SIDE, TYPICAL

CONTINUOUS SEALANT TO MATCH
ALUMINUM FRAME EACH SIDE

STANDARD 1 3/4" x 4"
HEADER W/GLAZING POCKET

ANODIZED ALUMINUM FRAME
WITH CLEAR FINISH

CLEAR TEMPERED GLASS
THICKNESS TO BE
CONFIRMED BY
SUBCONTRACTOR FOR
GLAZING PANEL SIZE

m Glass Header

A6.0 Scale: 3" =1'-0"

CONTINUOUS CLEAR
SEALANT EACH SIDE

FLOOR FINISH, SEE
SCHEDULE

GC TO BOLT ALUMINUM
U-CHANNEL TO FLOOR

GLAZING TO BE CATEGORY Il SAFETY GLAZING

Glazing Sill Detail
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/1 | Storefront Elevation e S oores

State of Florida:

U
-

A6.0 Scale: /4" = 1'-0"

Sign & Seal: Angel Lopez
State of Florida: AR 103182

Digitally signed
by Angel E
Lopez
Date:
2026.06.17
:31:58-04'00'

BASE AS SCHEDULED, TYPICAL ARCHITECT SEAL

PAINT FINISH, TYPICAL

SECURE DOUBLE
STUDS AT OPENINGS
(TYP.)

CORNER BEAD AT BOTH SIDES

CONTINUOUS CLEAR
SEALANT EACH SIDE

GLAZING AS SCHEDULED

ANODIZED ALUMINUM FRAME
WITH CLEAR FINISH

GYPSUM BOARD EACH
GLAZING TO BE CATEGORY |l SAFETY GLAZING SIDE OF METAL STUDS

BASE AS SCHEDULED, TYPICAL

/"3 | Glazing Jamb Detail

LA60 ) Scale: 3"= 10"

15201 NW 79th Ct,
Miami Lakes, FL 33016

AGMU HVAC Classroom Renovation

CLIENT

77

BLACK ALUMINUM POSTS, TYP.

STAINLESS STEEL MESH

o DATE 06/17/26

Revision
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m Door Cage Typical Elevation PROJECT # 26009
A6.0 Scale: 12" =1'-0"

ELEVATIONS
AND DETAILS
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