a N
FOLIO: 32-2016-005-1670
SITE PREPARATION: 11. DO NOT DRAIN POOL UNDER HIGH GROUND WATER OR STORM CONDITIONS. S
LEGAL DESCRIPTION =
1. EXCAVATION SHALL REMOVE ALL GRASS. WEEDS, ROOTS, AND ANY DEBRIS. 12. WARNING! DO NOT EMPTY POOL AFTER CONSTRUCTION FOR REPAIRS OR ANY 2
OTHER REASON BEFORE CONSULTING WITH A POOL OR POOL REPAIR LOT 2, BLOCK 8 OF "DUNNWOODY LAKE", ACCORDING TO S

2. EXISTING SOFT SILT AND ORGANIC SOIL LAYER SHALL BE REMOVED AND CONTRACTOR. HYDROSTATIC UPLIFT PRESSURES MUST BE ELIMINATED TO THE PLAT THEREOF AS RECORDED IN PLAT BOOK 172 AT ©

REPLACED WITH STRUCTURAL FILL. PREVENT POOL FROM FLOATING ABOVE GROUND, AND CAUSING DAMAGE TO THE PAGE 35 OF THE PUBLIC RECORD OF
STRUCTURAL INTEGRITY OF THE POOL. MIAMI-DADE COUNTY, FLORIDA

3. SAND AND LIME ROCK SOIL CAN BE STOCKEDPILED AND USED AS BACKFILL.

13.  THIS PLAN REMAINS THE PROPERTY OF THE DESIGN ENGINEERS. IT IS NOT S 9

4. ONCE THE ORGANIC LAYER HAS BEEN REMOVED, THE DEMUCKED SURFACE SHALL TRANSFERABLE FROM ONE CONTRACTOR TO ANOTHER WITHOUT THE WRITTEN DRAINAGE NOTE: RS
BE COMPACTED. PERMISSION OF THE DESIGN ENGINEERS. & ;;

ALL DRAINAGE SHALL BE CONTAINED ON PROPERTY AND < 8§ g

5. FILL MATERIAL SHALL BE PLACED IN LIFTS NOT EXEEDING 12 INCHES IN LOOSE 14.  ALL ELECTRICAL WORK SHALL BE DONE IN ACCORDANCE WITH THE FLORIDA SHALL NOT DRAIN ONTO NEIGHBORING PROPERTIES S,wf 38
THICKNESS. BUILDING CODE 8th EDITION 2023 CHAPTER 45 - PRIVATE SWIMMING POOLS, AND N.W. 157th TERRACE §'§ S Q-gé

ARTICLE 680 N.E.C., 2020 EDITION. ALL BOND WIRES SHALL BE PROTECTED WITH . T - . . . S S8

6. EACH LIFT SHALL BE THOROUGHLY COMPACTED WITH VIBRATORY COMPACTION APPROVED MATERIAL. THE CONTRACTOR SHALL INSURE THAT AN ELECTRICAL - NOTE: RIS

EQUIPMENT. BONDING INSPECTION IS CALLED FOR AND APPROVED PRIOR TO PLACEMENT OF g 58 §§§
CONCRETE OVER THE BOND WIRE CONNECTIONS. CONNECTIONS DIRECTLY FROM ELECTRICAL CONTRACTOR TO VERIFY ON FIELD CAPACITY AND CONDITIONS OF S 2883

7. FILL SHALL CONSIST OF CLEAN SAND, LIME STONE OR GRAVEL. FILL MATERIAL THE POOL LIGHT TO A TRANSFORMER BOX IS PROHIBITED. ALL METAL PARTS IN EXISTING SERVICE, REPORTING THE ENGINEER ANY INCONSISTENCY AND OR 2 Se%sS
SHALL HAVE A MAXIMUM PARTICLE SIZE OF 3" AND NO MORE THAN 10% PASSING THE POOL AREA, IN ADDITION TO ALL METAL DOORS, WINDOWS, SCREENED THE NECESSITY TO REPLACE ANY EXISTING PANEL OR WIRING ————

THE No. 200 SIEVE. ENCLOSURES, OR OTHERS ITEMS CONTAINING METAL WITHIN A DISTANCE OF 5
FEET FROM THE POOL WATER'S EDGE, SHALL ALSO BE GROUNDED. T T S R T R R PP T SO T L NOTES:
SOIL STATEMENT: ~<‘ PR S N N M PN LA AP S R ST S P . D S REVISIONS
15.  POOL LIGHT TO BE GROUNDED TO COMMON BONDING GRID CONSISTING OF (1) #8 §$§ e CONTRACTOR TO SECURE AND PROTECT ALL MATERIAL
8. FOUNDATION SYSTEM HAS BEEN DESIGNED USING A PRESUMPTIVE CONTINUOUS COPPER WIRE LOOPED AROUND POOL PERIMETER. LOOP SHALL BE s’s BROUGHT ON SITE.
LOAD-BEARING CAPACITY OF 2000 PSF. THE SOIL COMPOSITION AT THE SITE GROUNDED TO PANEL VIA POOL WALL STEEL, DECK REINFORCING, AND PUMP '§$§ % EXISTING WATER METER
CONSISTS OF LIMEROCK MIXED WITH SANDY MATERIAL. AT THE TIME OF MOTOR CASING. '§'§ e CONTRACTOR TO RESTORE ALL AREAS IMPACTED BY
CONSTRUCTION AND AFTER THE GROUND HAS BEEN BROKEN A LETTER WILL A _ ) LR\ S PROPOSED WORK TO EXISTING CONDITION OR BETTER
BE SUBMITTED TO THE BUILDING OFFICIAL ATTESTING THAT A REGISTERED 16.  FILTER BACKWASH SHALL COMPLY WITH THE FLORIDA BUILDING CODE 8th EDITION T T asy gyt T L : A '
PROFESSIONAL ENGINEER OR ARCHITECT HAS OBSERVED THE SITE AND THE 2023 v.'d f.Te ;.: éqiq 4. <‘|‘ 4 P ! : * ‘ : PR ”"' . CONTRACTOR SHALL NOT IMPACT UTILITY EASEMENT IN
SOIL CONDITIONS ARE SIMILAR TO THOSE UPON WHICH THE DESIGN WAS 3 i oy e et ) : ANY WAY
BASED. 17. POOL WATER DISPOSAL TO BE IN ACCORDANCE WITH THE FLORIDA BUILDING \ 2 '
CODE 8th EDITION 2023
STRUCTURAL NOTES:
18.  ALL TREADS SHALL HAVE SLIP- RESISTING SURFACES PER ANSI/NSPI-5-2010. 6.1.5 EXISTING FPL—— = —
CONCRETE: EXISTING CITY WATER SUPPLY LINE
20. THIS POOL HAS BEEN DESIGNED TO ALL APPLICABLE REQUIREMENTS OF THE 1 \m m
e ALL CONCRETE INCLUDING SHOTCRETE AND GUNITE TO ATTAIN A MINIMUM FLORIDA BUILDING CODE 8th EDITION 2023 CHAPTER 45 - PRIVATE SWIMMING — T T — — - S - T
ULTIMATE COMPRESIVE STRENGTH OF 3000 P.S.I. IN 28 DAYS. AGGREGATES POOLS
TO BE CLEAN WELL GRADED, MAXIMUM SIZE 1/2". EXISTING DRIVEWAY i EXISTING UNDERGROUND
CONCRETE SLUMP= 3" MIN. TO 5" MAX. 21. THIS POOL HAS BEEN DESIGNED TO ALL APPLICABLE REQUIREMENTS OF THE \ SANITARY SEWER LINE
MAXIMUM WATER/CEMENT RATIO = 0.5 ASCE 7-22 STANDARDS w 2
VERTICAL CONCRETE DROP NOT TO EXCEED 9-0". EXISTING UNDERGROUND \ =
22. ALL MAIN DRAIN GRATE COVERS, SKIMMERS, VACUUM FITTINGS AND ALL OTHER ELECTRICAL POWER SERVICE w
CONCRETE COVER: MINIMUM CLEAR COVER IN SUCTION OUTLET SHALL COMPLY WITH ASTM 112-19-8-7 AND ANSI-7 I \‘ |
A.  BOTTOM SIDE OF POOL SLAB CAST AGAINST EARTH 3 REQUIRENIENTS (TGBA CONPLIMENT) T TR T o Oy ol il \ I Oy O e Tan,
: COMBO 200 AMPS ARTIFICIAL GRASS QI I I IV AN
B.  UPPER SIDE OF POOL SLAB 2 23. ENTRAPMENT PROTECTION FOR SUCTION OUTLETS HAS BEEN DESIGNED PER B INFILL 3/4"-1" DEPTH DURAFILL™ INFILL t‘?l‘l',’/'?‘.,\?{:\wfftﬂ}":\w%‘{\,%’lj’/t"ﬁ'i\,g‘\‘%ﬂlf%\%\wﬁ‘}'ﬁ\wﬁ)‘f\m"'ffﬂ‘ﬁ'i'\wffg)%\w’ﬁ‘}ﬁwj’ffﬂ@ff\ﬁ%’lj’(
C. WALLS EXPOSED TO EARTH OR WEATHER 2 ANSI/APSP-7 2010 AND ASME A112.19.8-2010 N/ L \"/ I B B0 7 ) 7\ |
PN SGW WEED FABRIC —~ 2 i
ALL CONCRETE CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH SHALL HAVE A PUMP MOTOR ENERGY EFFICIENCY REQUIREMENTS EXISTING A/C DECOMPOSED GRANITE COMPACTED ’ g
MINIMUM COVER EQUAL TO 3", TO 90% 3"-4" DEPTH OR 3/8" MINUS <
_ 24.  PUMP AND PUMP MOTORS MUST BE TWO OR MORE SPEEDS. NEW POOL T4000 NEMA 3R 60D NAIL
REINFORCING STEEL: : 5 5 5 5 5 5 50-0:0:0: L
25.  CONTROLS NEED TO BE CAPABLE OF OPERATING AT A MINIMUM OF TWO A NATURAL SOIL ~ | [ [ [ T T [ [ T[T T [F ] =
e TOBE DEFORMED BARS COMFORMING TO ASTM A615, GRADE 60. WELDED DIFFERENT SPEEDS. Ll g == = = = = = = = < ®»n
WIRE FABRIC SHALL CONFORM TO ASTM A185. NEW POOL EQUIPMENT PAD (EL. +8.77). - ) CROSS SECTION - L
26. DEFAULT CIRCULATION MUST BE THE RESIDENTIAL FILTRATION SPEED. THE PROVIDE FICUS HEDGE (OR EQUAL) AROUND POOL EQUIPMENT " a) oo ~m299 otL 1D o -
e  ALL TOP REINFORCEMENT SHALL TERMINATE WITH STANDARD HOOKS AT HIGHER-SPEED OVERRIDE IS NOT TO EXCEED ONE NORMAL CYCLE OR 24 HOURS, PAD. THE SHRUBS AROUND POOL EQUIPMENT SHALL BE HIGHER 4 EXISTING TWO STORY LU O
DISCONTINUOUS END. WHICHEVER IS LESS. THAN THE TALLEST PAD OF POOL EQUIPMENT ON SLAB CBS RESIDENCE SYNLAWN ARTIFICIAL GRASS - INSTALLATION GUIDELINES PER MANUFACTURER'S RECOMMENDATIONS: — =
8752 NW 157th Terrace 1. AFTER THE ORIGINAL SURFACE IS COMPLETELY REMOVED, ALL REQUIRED WOOD BARRIERS AND BEND -
e ALL MATERIALS AND CONSTRUCTION SHALL COMPLY WITH THE FLORIDA 27.  SOLAR POOL HEATING SYSTEMS ARE PERMITTED TO RUN AT HIGHER SPEEDS FEE =401 BOARDS ARE INSTALLED. 70 <
BUILDING CODE 8th EDITION 2023, ASCE 7-22 MINIMUM DESIGN LOADS FOR DURING PERIODS OF USABLE GAIN. W P ' W 2. AWEED BARRIER IS LAID DOWN AND SECURED, AND THEN A BASE LAYER OF ROCK AND DECOMPOSED I |
BUILDINGS, THE ACI 318-19 BUILDING CODE REQUIREMENTS FOR = = GRANITE IS ADDED. 1 o
STRUCTURAL CONCRETE, AND ALL APPLICABLE FEDERAL, STATE AND 28. SIZE THE PUMP BASED ON: POOL GALLONS/360 MINUTES AND SELECTING A PUMP = ~ 3. THE BASE LAYER IS SHAPED AND COMPACTED, AND THEN THE TURF IS PREPARED, SEAMED, AND THE < Ll
LOCAL ORDINANCES. FROM EITHER THE APSP OR CEC DATABASE WITH CURVE A OR C LISTED FLOW E % PERIMETER SECURED. = o’ =
RATE EQUAL TO OR LESS THAN CALCULATED FILTRATION FLOW RATE. @ Q 4. ANINFILL IS APPLIED BEFORE THE TURF IS GROOMED AND FINESSED. = L L
SPLICES IN REINFORCING BARS SHALL BE NOT LESS THAN 36 BAR x @ 5. PLEASE GET IN TOUCH TO SEE HOW WE CAN BRING YOUR LANDSCAPING PROJECT TO LIFE. = > (&)
DIAMETERS AND REINFORCEMENT SHALL BE CONTINUOUS AROUND ALL 29. A TIME SWITCH MUST BE INSTALLED TO ALLOW POOL OWNERS TO RUN THE POOL = = =
CORNERS AND CHANGES IN DIRECTION. CONTINUITY SHALL BE PROVIDED FILTRATION PUMP ONLY DURING OFF-PEAK PERIOD AND FOR THE MINIMUM TIME S S o2 O o3
AT CORNERS OR CHANGES IN DIRECTION BY BENDING THE LONGITUDINAL NECESSARY TO MAINTAIN THE WATER IN THE CONDITION REQUIRED BY S = /\
STEEL AROUND THE CORNER 48 BAR DIAMETERS OR BY ADDING MATCHING APPLICABLE PUBLIC PUBLIC HEALTH STANDARDS. 1 ARTIFICIAL GRASS INSTALLATION DETAIL
REINFORCING STEEL, WHICH SHALL EXTEND 48 BAR DIAMETERS FROM w SCALE: 1/2" = 1'-0"
EACH CORNER OR CHANGE IN DIRECTION. 30. FILTERS MUST HAVE A MINIMUM AREA BASED ON THE 6 HOUR TURNOVER FLOW =l L L LAt
RATE. 7 9y LT ST [ = EXISTING COVERED TERRACE
GENERAL NOTES & CONDITIONS: 1) POOL GAL/360=FLOW RATE (IN GPM) 2) DIVIDE GPM BY ANUMBER SHOWN 2 e L
TO FIND THE FILTERS MINIMUM SQ FEET CARTRIDGE=.375 SAND=15 DE=2 A

1. ALL FLOOR & WALLS OF POOL TO BE PNEUMATICALLY APPLIED CONC. WITHA MIN. NEW 12" X 24" PAVER T T T T T T

28 DAY COMPRESSIVE STRENGTH OF 3000 P.S.I. 31. MINIMUM DIAMETER OF BACKWASH VALVES MUST BE TWO INCHES OR THE ) . LT T T T T T T
DIAMETER OF THE RETURN PIPE, WHICHEVER IS GREATER. S 2 I I I N NEW POOL DECK - PAVER ON SAND L ®©
2. ALL REINFORCING STEEL TO CONFORM TO A.S.T.M. A615 GRADE 60. ‘ @ = A T ALL DECK SURFACES SHALL HAVE A SMOOTH SLIP O o
32. SWEEP ELBOWS ARE RECOMMENDED. [T T T T T T RESISTANT FINISH. DECKS SHALL BE SLOPED TO (0’ E &3

3. ALLPOOL PIPING TO BE SCHEDULE 40 PVC NON THREADED NSF PIPE WITH — r EFFECTIVELY DRAIN TOWARD THE PERIMETER o —
SOLVENT WELD JOINTS. 33. RESIZE PIPING SO VELOCITY AT MAX FLOW DOES NOT EXCEED 8 FPS IN THE R o ACES SHALL T e A SO0 i )r\swmmm . TTT T T T AREAS (AWAY FROM THE POOL) OR DECK DRAINS I % -

RETURN LINE AND 6 FPS IN THE SUCTION LINE, AND ALSO MEETS VGB/ANSI-7 POOL. INSTALLATION PER MANUFACTURER'S RECOMMENDATIONS ] \‘ ’{////é POOL & SPA #E::[ POOL DECK 1/8" PER LINEAR FOOT - ANSI/APSP/ICC-5 SECTION 7 E u @

4. INALL CASES, THE POOL CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO ENTRAPMENT AVOIDANCE REQUIREMENTS. (SEE DETAIL #1 THIS SHEET). ARTIFICIAL TURF SHALL BE LEAD ) %> | l R o x~
PROTECT EXISTING STRUCTURES FROM FAILURE BY SHEATHING AND/OR SHORING, EREE. ALL ARTIFIGIAL TURF SHALL BE INSTALLED ON A PERMEABLE = ANS T T T T T T 1 APPROVED MESH SAFETY BARRIER MEETING THE REQUIREMENTS OF SECTION i <
OR OTHER METHODS AS REQUIRED. THE DESIGN ENGINEER ACCEPTS NO FILTRATION AND PLUMBING : BACKING OR SUBBASE SYSTEM THAT IS PERVIOUS AND //“ n\\\\\\\ 9" | [ : [ : [ : [ : [ : [ : [ : 454.2.17, INSTALLED IN ACCORDANCE WITH THE MANUFACTURER'S INSTRUCTIONS AND j —
RESPONSIBILITY FOR THE SAFETY OF EXISTING STRUCTURES. CONTRIBUTES T0 STORMWATER DRAINAGE [ T T T T T 1 COMPLYING WITH ASTM F2286, SHALL BE CONSIDERED A BARRIER AS DEFINED IN THIS = 0 %

34. DESIGN FLOW RATE MUST NOT TURN OVER POOL WATER VOLUME IN LESS THAN ) - - | I | I | I | I | I | I | I | SECTION. WHERE A HINGED GATE IS USED WITH A MESH FENCE, THE GATE SHALL 8 o 5

5. THE DESIGN ENGINEER ASSUMES NO RESPONSIBILITY FOR POOL CONSTRUCTION SIX HOURS OR 36 GPM, WHICHEVER IS GREATER. NEW 12" X 24" PAVER 100" B COMPLY WITH SECTION 454.2.17.1.8. MESH FENCES SHALL NOT BE INSTALLED ON TOP a < N
IN EASEMENT OR REQUIRED SETBACK AREAS. PLOT PLANS NOT PREPARED FROM s 5 5 I I I N OF ABOVE-GROUND/ON-GROUND PRIVATE SWIMMING POOLS/ TO COMPLY WITH o o
LEGAL SURVEYS OF THE EXISTING LOT AND RESIDENCE ARE SO INDICATED. POOL 35.  WATER FLOW VELOCITY AT A MAXIMUM FLOW RATE MUST NOT EXCEED 8 FT/SEC IN ® o @ FLORIDA BUILDING CODE 8TH EDITION 2023 CHAPTER 45 PRIVATE SWIMMING POOLS g n ©
CONTRACTOR SHALL VERIFY ALL DIMENSIONS IN THE FIELD AND ESTABLISH LOT THE RETURN LINE AND 6FT/SEC IN THE SUCTION LINE. SECTION (R4501.17.1.15) = x 5
LINES. IF NECESSARY, POOL CONTRACTOR AND/OR OWNER SHALL VERIFY SHOWN 3 , = =
AND ALL DIMENSIONS PRIOR TO CONSTRUCTION, 36. SOLAR ACCESS STUBS MUST BE SEPARATED BY A MINIMUM 18" (HORIZONTAL OR 5 50.00" PROPERTY LINE = 4| =<

VERTICAL) OF STRAIGHT PIPE. 30" 4-1" - 16'-11" 3.0" = << u'\)

6. CONTRACTOR SHALL ESTABLISH LOCATIONS OF UTILITIES AT THE SITE MINIMUM 1 T N o3 -
CLEARANCE DIMENSIONS SHALL BE HELD AND SHALL BE AS REQUIRED BY THE 37. BACKWASH OR MULTI-PORT VALVES MUST BE A MINIMUM OF 2" OR THE DIAMETER TWO SHADE TREES REQUIRED = o =
LOCAL REGULATORY AGENCY. IN GENERAL, HOLD A DISTANCE OF 10 FEET FROM OF THE RETURN PIPE, WHICHEVER IS GREATER. AT THE REAR OF PROPERTY -1 230" 19-11" W w =
OVERHEAD ELECTRIC LINES TO POOL'S WATER EDGE. (NOT LESS THAN 7 FEET IN HEIGHT) . - I

38. DIRECTIONAL INLET FITTINGS ARE REQUIRED. 50-0 < N

7. RESIDENTIAL SWIMMING POOL BARRIER SHALL COMPLY WITH SECTIONS - co
R4501.17.1 THROUGH R4501.17.3. FLORIDA BUILDING CODE 8th EDITION 2023 39. FOR POOL FILTRATION PUMPS, A LENGTH OF STRAIGHT PIPE THAT IS AT LEAST 4
CHAPTER 45 - PRIVATE SWIMMING POOLS PIPE DIAMETERS SHALL BE INSTALLED BEFORE THE PUMP. 5

[N}
8. WHERE POOLS ABUT OR ARE PLACED NEARBY SEA WALL OR BULKHEADS, SPECIAL PUMP CONTROLS THIS SWIMMING POOL & SPA HAVE DESIGNED TO ALL APPLICABLE REQUIREMENTS OF THE e)
CARE SHALL BE EMPLOYED. THE WALLS SHALL BE IN GOOD CONDITION, NOT FLORIDA BUILDING CODE 8th EDITION 2023 CHAPTER 45 PRIVATE SWIMMING POOLS. &
PERMITTING ANY SHIFTING OR REMOVAL, OR LOOSENING OF THE SUPPORTING 40. ALL RESIDENTIAL FILTRATION PUMP CONTROLS FOR USE WITH A MULTI-SPEED DESIGN, CONSTRUCTION AND WORKMANSHIP SHALL BE IN CONFORMITY WITH THE REQUIREMENTS OF
SOIL AWAY FROM THE POOL. IF THE WALLS DO NOT FULLY CONTAIN THE SOILS PUMP MUST HAVE THE CAPABILITY OF OPERATING A MINIMUM OF TWO SPEEDS ANSI/APSP/ICC3; ANSI/APSP/ICC4; ANSI/ APSP/ICC5; ANSI/APSP/ICC6; AND ANSI/APSP/ICCT. \ Y
BEHIND THEM, THEY SHALL BE REPLACED OR REPAIRED. CONTINUAL WITH A DEFAULT TO THE LOWER/FILTRATION SPEED AFTER ONE NORMAL
MAINTENANCE OF THE WALLS IS REQUIRED BY THE PROPERTY OWNER. WHEN FILTRATION CYCLE OR 24 HOURS, WHICHEVER IS LESS. (IF EXISTING CONTROLS 7 N
EXCAVATING FOR THE POOL, THE SEA-WALL TIEBACKS SHALL NOT BE CUT. WHEN ARE REPLACED, THE NEW CONTROLS MUST MEET REQUIREMENT.) OVERALL SITE PLAN o 6- F.{.(;“"o
DEADMEN FALL WITHIN THE EXCAVATION, NOTIFY THE ENGINEER IMMEDIATELY o Y,\\\ RO 27,
FOR FURTHER INSTRUCTIONS. SCALE: 1" = 10'-0" S U CEN 0 %
SIOCENSe 2%
L) [ J L]

9. THE CONTRACTOR SHALL BACKFILL POOL SHELL WITH CAUTION. THE PLUMBING 48 HOURS BEFORE DIGGING S F  No59459 -..O e
SHALL NOT BE DISTURBED. BACKFILL SHALL BE PERFORMED WITH CLEAN SAND, CALL ® %3 * T x 9
FREE OF ORGANIC MATERIALS AND SHALL BE PLACED IN 12 INCH THICK LAYERS. TOLL FREE ® 0% STATEOF +$Xs
EACH LAYER SHALL BE COMPACTED TO 90% OF THE SOILS MAXIMUM DENSITY BY 1.800-432-4770 0% .:(ZU:
TAMPERING SOLIDLY. SOILS BELOW THE DECK SHALL BE PLACED IN SIMILAR JoUL-Ro S XN oS
MANNER SUNSHINE STATE ONE CALL CENTER ., <<\'-.,.O R\ \e NS

. soo00® Y
OF FLORIDA %0, SSIONAL EX4s°
10. WHERE DECKS ARE INDICATED BY OTHERS, THE DECK DESIGN NOTES SHOWN ON %000 000009
THE TYPICAL SECTION DO NOT APPLY. DECK DESIGN SHALL BE BY OTHERS.
— . . . ALEJANDRO F. PINO
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