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TOP SURFACE OF SPA WALL SHALL
BE SLIP RESISTANT- ANSI/NSPI-3, 4.5

NEW POOL DECK- PAVER ON SAND:  ALL DECK SURFACES
SHALL HAVE A SMOOTH SLIP RESISTANT FINISH. DECKS SHALL
BE SLOPED TO EFFECTIVELY DRAIN TOWARD THE PERIMETER
AREAS (AWAY FROM THE POOL AND SPA) OR DECK DRAINS 1/8"
PER LINEAR FOOT - ANSI/APSP/ICC-5 SECTION 7

1:7 SLOPE (MAX)

INSTALL PERMA CAST POOLBOND BRONZE PB2008
WATER BONDING GROUNDING FITTING 1" MPT IN

THE POOL SKIMMER. COMPLY WITH NATION
ELECTRICAL CODE 680.26(C). UL LISTED OR SIMILAR

12
5

SP-3

SUN SHELF

NOTES:

1. ALL DIMENSIONS & DEPTHS INDICATED ON THIS
DRAWING ARE FINISHED WALL & FLOOR
DIMENSIONS.

2. PROVIDE Lo-Chlor® Aqua Blanket™ LIQUID POOL
COVER AS PER SECTION R403.9.3  FLORIDA
BUILDING CODE 7th EDITION 2020.

3. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS ON THE DRAWING AT THE JOB SITE
REPORTING ANY INCONSISTENCY TO THE
ARCHITECT/ENGINEER PRIOR TO ANY CHANGE
REQUIRED, OTHERWISE THE CONTRACTOR SHALL
BEAR FULL RESPONSIBILITY OF SUCH CHANGES AND
ANY REQUIRED REVISION TO THE PLAN.

4. POOL AND SPA STEP RISERS NOT TO EXCEED 12".

5. ALL POOL AND SPA TREADS SHALL HAVE SLIP
RESISTING SURFACES.

9" DEEP FLAT FLOOR

EQUIPOTENTIAL BONDING GRID
REFER TO NEC ARTICLE 680.26 (B)(1) THROUGH (B)(7)

EQUIPOTENTIAL BONDING GRID TO RUN CONTINUOUSLY
AROUND THE CONTOUR OF POOL  EXTENDING 18" TO 24"

FROM THE INSIDE WALLS OF THE POOL. THE 4" TO 6" BELOW
GRADE GRID PATTERN SHALL BE SECURED WITHIN OR

UNDER THE POOL DECK MEDIA. THE GRID SHALL BE
CONSTRUCTED OF MINIMUM #8 AWG BARE OR SOLID

COPPER CONDUCTORS.
EQUIPOTENTIAL BONDING CONDUCTOR SHALL COMPLY W/
FLORIDA BUILDING CODE 7th EDITION 2020 ALTERNATIVE &

EQUIVALENT METHOD TO NEC 2017 ART 680.26

LEGEND

8 AWG SOLID COPPER BONDING
CONDUCTOR
EXOTHERMIC WELDING, PRESSURE
CONNECTOR OR CLAMP

3'-6"
DEEP

NEW APPROVED REMOVABLE SAFETY POOL NET COVER
BY "KID SAFE POOL NETS" OR APPROVED EQUAL TO
CONFORM TO ASTM F1346-91, THE NATIONAL STANDARD
PERFORMANCE SPECIFICATIONS FOR SAFETY COVERS &
TO COMPLY WITH FLORIDA BUILDING CODE 7th EDITION
2020 CHAPTER 45 PRIVATE SWIMMING POOLS SECTION

SPA

2'-11"
DEEP

SLOPE

FIRST STEP (TREAD) SHALL BE A MINIMUM
UNOBSTRUCTED HORIZONTAL DEPTH 10"
AND A MINIMUM UNOBSTRUCTED SURFACE
AREA OF 240 SQIN

TUUCI 'ZERO HORIZON' UMBRELLA & S.S
FLUSH MOUNT (OR EQUAL) IN SHALLOW

LOUNGING AREA. ANCHOR SHALL BE
DESIGNED AND INSTALLED SUCH THAT THEY

DO NOT PROTRUDE ABOVE THE POOL
FLOOR AND ALL INLETS SHALL BE DESIGNED
AND INSTALLED SO AS NOT TO CONSTITUTE

SHARP EDGES OR PROTRUSIONS
HAZARDOUS TO POOL BATHERS.

INSTALL NEW DEC-O-DRAIN SYSTEM
ALL ALONG EXISTING COVERED
TERRACE AND NEW POOL DECK
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POOL DATA CHART
POOL SHAPE RECTANGULAR
MAXIMUM LENGTH

11
FEET

MAXIMUM WIDTH
17

FEET

POOL DEPTH AT DEEP END
9 INCHESPOOL DEPTH SUN SHELF

4.50 FEET

POOL DEPTH AT SHALLOW END FEET
POOL AREA (WITHOUT SPA) 187 SQFT

POOL PERIMETER 56 LNFT
POOL VOLUME 3,900 GALLON
POOL FILTER RATE GPM
POOL TURNOVER RATE HOUR
POOL INTERIOR FINISH  DIAMOND BRITE
POOL WATERLINE TILE  YES
POOL DECK PAVER ON SAND
POOL DECK AREA 520 SQFT

SPA DATA CHART
SPA SHAPE RECTANGULAR

SPA DEPTH 2.92 FEET
SPA AREA 55 SQFT

SPA PERIMETER 32 LNFT
SPA VOLUME

          65
GALLON

SPA FILTER RATE GPM
SPA TURNOVER RATE MINUTES
SPA INTERIOR FINISH  DIAMOND BRITE
SPA WATERLINE TILE  YES

MAXIMUM LENGTH
5

FEET
MAXIMUM WIDTH

11
FEET

65

1

940

14.46

3.50

NEW ARTIFICIAL GRASS (1,100 SQFT)- ALL SURFACES SHALL HAVE A
SMOOTH SLIP RESISTANT FINISH & SHALL BE SLOPED AWAY FROM

THE POOL. INSTALLATION PER MANUFACTURER'S
RECOMMENDATIONS (SEE DETAIL #1 ON SP-1). ARTIFICIAL TURF

SHALL BE LEAD FREE. ALL ARTIFICIAL TURF SHALL BE INSTALLED ON
A PERMEABLE BACKING OR SUBBASE SYSTEM THAT IS PERVIOUS

AND CONTRIBUTES TO STORMWATER DRAINAGE.

PROPERTY LINE

8
SP-4

EXISTING TWO STORY
CBS RESIDENCE

8752 NW 157th Terrace
F.F.E. = +9.1'

EXISTING GFCI RECEPTACLE SHALL BE
LOCATED NOT CLOSER THAN 6 FEET NOR
MORE THAN 20 FEET FROM WATER'S EDGE.
POOL RECEPTACLE MUST BE WEATHER
PROOF AND TAMPER RESISTANT.

SWIMMING POOL & SPA LAYOUT PLAN
SCALE: 1/4" = 1'-0"

12"1'-6"

6SP-4
7

EL. +8.77'
TOP OF POOL COPING

EL. +8.52'
POOL WATER LEVEL

EL. +8.77'
TOP OF SPA COPING

EL. +8.60'
SPA WATER LEVEL
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